Target: K6 Company: Ashton Mining of Canada Inc.
. . o
Drill Hole: DDH6-12 Collar Azimuth:
Location: 585515E, 6308573N Collar Incline: 90 °
Zone & Datum: Z11, NAD 27 Core Diameter: 85.0 mm
Elevation: 600 m asl Geologist Logging: Dave Skelton
Start - End Date: 01/11/1997 - 04/11/1997 End of hole (EOH): 101.19 m
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NO RECOVERY: 0.00 - 49.00 m: Triconed. No recovery.
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L TILL: 49.00 - 50.90 m: Dark black till with 5% clasts of 0.5 cm to 5 cm size. Rounded granite and gneiss clasts with some angular limestone.
- O KIMBERLITE: 50.90 - 52.54 m: Kimberlite clay.
o X 4. TILL: 52.54 - 81.14 m: Same as previously described.
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KIMBERLITE: 81.14 - 83.70 m: Kimberlite, fine grained, with olivine macrocrysts and lapilli.
B TILL: 83.70 - 84.54 m: Same as previously described.
OO? ] O<> KIMBERLITE: 84.54 - 84.67 m: Same as previously described.
_ X 4 TILL: 84.67 - 85.60 m: Same as previously described.
S i KIMBERLITE: 85.60 - 85.80 m: Same as previously described.

TILL: 85.80 - 95.80 m: Same as previously described.

KIMBERLITE: 95.70 - 101.19 m: Volcaniclastic kimberlite, dark green black, fine and medium grained, <0.7 mm avg. Olivine is replaced by brown
serpentine and magnetite along fracture boundaries. Small angular xenoliths of dominantly limestone are <2 cm. Rare ameboid lapilli are
present. The groundmass is composed of aphanitic serpentine. Elongate xenoliths define a weak fabric at ~90° TCA.

* Symbol denotes hand-sized sample of core is available at Mineral Core Research Facility at Alberta Geological Survey Page 1 of 1
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Target: K6D Company: Ashton Mining of Canada Inc.

Drill Hole: DDH6D-01 Collar Azimuth:
Location: 585334E,6307691N Collar Incline: 90 °
Zone & Datum: Z11, NAD 27 Core Diameter: 63.5 mm (HQ)
Elevation: 579 m asl Geologist Logging: Derrick Strickland
Start - End Date: 10/10/1997 - 13/10/1997 End of hole (EOH): 108.81 m
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OVERBURDEN: 0.00 - 93.57 m: Gray black intermix of sandy till, clay till (possible lake sediments), and diamicton till. Grain size varies from fine
mud to coarse sand, massive in appearance. Granitic and sediment clasts up to 4 x 7 cm.

MUDSTONE: 93.57 - 108.81 m: Black, fine grained (aphantic), bedding at 80° to core axis, breaks easily in hands, good core recovery.

* Symbol denotes hand-sized sample of core is available at Mineral Core Research Facility at Alberta Geological Survey Page 1 of 1
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Target: K6E Company: Ashton Mining of Canada Inc.

Drill Hole: DDHG6E-01 Collar Azimuth:
Location: 585927E , 6309409N Collar Incline: 90 °
Zone & Datum: Z11, NAD 27 Core Diameter: 63.5 mm (HQ)
Elevation: 569 m asl Geologist Logging: Derrick Strickland
Start - End Date: 14/10/1997 - 15/10/1997 End of hole (EOH): 93.57 m
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o —
OVERBURDEN: 0 - 81.38 m: Glacial till, clay-rich and with sand, pebbles, and cobbles up to 20 x 7 cm. Clast lithologies include sediments,
_ quartz, granite and gneiss.
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MUDSTONE: 81.38 - 93.57 m: Gray black, very fine grained (aphantic) mudstone, bedding 80° to core axis, recovery varies between 70 and
7 90%, based on degree of consolidation. 0.5 m of grey black sandstone at 91.47 m.
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* Symbol denotes hand-sized sample of core is available at Mineral Core Research Facility at Alberta Geological Survey Page 1 of 1
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